
English

kW/HP

rpm

bar

L/min

L

L

L

kg

kg

page 1 of 1 ISO-9001 certified company Print date: 26-9-2022 Subject to change without notice 1302744

Weight filled up 9100
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DEF (AdBlue) capacity N.A.

Hydraulic oil 1600

Weight without fuel 8460

Hydraulic pump Rexroth

Max. oil flow 810

Diesel oil 755

Max. theoretical power 563/755

Max. frequency 1800

Max. operating pressure 350

Specification sheet
ICE 800 STAGE V / TIER 4F

Hydraulic Power Pack

Specifications : ICE 800 STAGE V / TIER 4F
Diesel Engine CAT C18
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Hydraulische Öl 1600

Gewicht ohne Diesel Öl 8460

Gewicht 9100

Max. Fördermenge 810

Diesel Öl 755

DAF (AdBlue) kapazität N.A.

Max. Drehzahl 1800

Max. Betriebsdruck 350

Hydraulische Pumpe Rexroth

Technische Daten : ICE 800 STAGE V / TIER 4F
Dieselmotor CAT C18

Max. theoretische Leistung 563/755

Technische Daten
ICE 800 STAGE V / TIER 4F

Aggregat
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Poids sans huile diesel 8460

Poids 9100
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Huile diesel 755

Capacité FED (AdBlue) N.A.

Huile hydraulique 1600

Pression de travail max. 350

Pompe hydraulique Rexroth

Débit d'huile max. 810

Moteur Diesel CAT C18

Puissanse théorique max. 563/755

Max. fréquence 1800

Spécifications
ICE 800 STAGE V / TIER 4F

Groupe hydraulique

Spécifications ICE 800 STAGE V / TIER 4F
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Gewicht 9100
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DEF (AdBlue) capaciteit N.A.

Hydraulische olie 1600

Gewicht zonder diesel 8460

Hydraulische pomp Rexroth

Max. olie doorstroming 810

Diesel olie 755

Max. theoretisch vermogen 563/755

Max. toerental 1800

Max. werkdruk 350

ICE 800 STAGE V / TIER 4F
Hydraulisch aggregaat

Specificaties ICE 800 STAGE V / TIER 4F
Dieselmotor CAT C18

Specificaties

REVISION HISTORY

REV DESCRIPTION DATE APPROVED

Pr
in

td
at

e:
18

-0
3-

20
20

This drawing and all information there on is the property of Dieseko Group BV, is confidential and must not be made public or copied. This drawing is loaned subject to return upon demand and is not to be used
directly or indirectly in any way but our interests.

Drawn:

Checked:

Material:

Name: Date:

Name:

Size: Id: Rev.:

Scale: State:

Projection:
Tolerances acc. to ISO 2768

 >       0     6     30   120   400

 <       6    30    120  400  1000

Tol.    ±0.1 ±0.2  ±0.3  ±0.5  ±0.8

Weld sym.acc. ISO 2553
Surface acc.  ISO 1302

Unit: mm

Weight:

Dieseko Group BV

Lelystraat 49, 3364 AH  Sliedrecht, The Netherlands

Tel:   +31 (0)184-410333   E-mail : info@diesekogroup.com

Fax:   +31 (0)184-411386   Website: www.diesekogroup.com

-

H. d. Rooij

1 of 100

1302048

800P Stage V/Tier4F CAT  Assembly for iso view manual frame 06301.083

1524660100.7 kg 1302048

1:50 Sheet:

A4

4680

4755

1900

23
26

24
25



Español

kW/HP

rpm

bar

L/min

L

L

L

kg

kg

page 1 of 1 ISO-9001 certified company Print date: 26-9-2022 Subject to change without notice 1302744

Dieseko group B.V. All rights reserved. No part of this publication may be reproduced and/or published in any manner whatsoever without prior written permission from Dieseko group B.V.

El aceite hidráulico 1600

Peso sin gasóleo 8460

Peso 9100

Flujo de aceite máximo 810

Gasóleo 755

Capacidad DEF (AdBlue) N.A.

Frecuencia máxima 1800

Presión máxima de trabajo 350

Bomba hydráulica Rexroth

Especificaciones ICE 800 STAGE V / TIER 4F
Motor de diesel CAT C18

Potencia Máxima teórica 563/755

Especificaciones

ICE 800 STAGE V / TIER 4F
Unidat de potencia
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Weight without fuel 18,651

Weight with fuel 20,062
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Diesel Fuel 199

DEF (AdBlue) capacity N.A.

Hydraulic oil 423

Max. operating pressure 5,076

Hydraulic pump Rexroth

Max. oil flow 214

Diesel Engine CAT C18

Max. theoretical power 563/755

Max. frequency 1,800

Specifications

ICE 800 STAGE V / TIER 4F
Hydraulic Power Pack

Specifications ICE 800 STAGE V / TIER 4F
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Specificatii

ICE 800 STAGE V / TIER 4F
unitate de putere hidraulica

Specificatii : ICE 800 STAGE V / TIER 4F
Motor diesel CAT C18

Puterea maxima teoretica 563/755

Frecventa maxima 1800

Presiune maxima de lucru 350

Pompa hidraulica Rexroth

Debit maxim de ulei 810

motorină 755

Capacitate rezervor aditiv AdBlue N.A.

Ulei hidraulic 1600

Greutatea fara combustibil 8460

Greutatea cu combustibil 9100
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